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OPERATORS AND PARTS MANUAL NO.01-06-GK
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6200 GRAIN KIT INSTALLATION

SAFETY

DANGER indicates an imminently hazardous situation whithot
avoided WILL result in death or serious injury.

WARNING indicates a potentially hazardous situation whichot
avoided, COULD result in death or serious injury.

CAUTION indicates a potentially hazardous situation whichot avoided,
MAY result in death or serious injury. It is alsodise alert against unsafe
practices.

This is a supplemental installation instructiohddes not cover operation or
maintenance. You must consult the operator’s mastapped with your
6200 Series Forage Box and review safe operatidgarvice procedures
for your safety.

In addition, there are hazards associated witlntallation of this unit.
FOR YOUR SAFETY

* Use lifting equipment with sufficient capacity tandle this unit.
 Park the forage box on a stable, level groundsamudrely chock all
wheels.

» Keep work area clean and free of oily or slippeaterials to prevent
slipping or falling while working on this equipment

» Do not work under any machine on this unit

» Wear head, eye and foot protection.

» Keep your body away from potential pinch pointsiag installation.
» Beware of heavy weights of components when hagdhem.

* Be sure that any component is well balanced andred with adequate
strength chains or lifting straps while lifting.
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HARDWARE PACKAGE

Part # Description Quantity
25-0260-2 Lower Gate Clamp Tab 2
25-6054-4 Left Hand Receiver Mount Assy. Painted 1
25-6055-2 Right Hand Receiver Mount Assy. Painted 1
25-6058 Flow Control Handle Assy. 1
25-6060-1 Flow Control Mount Bracket 1
25-6061 Door Stop Pipe Storage Bracket 1
25-6062-1-1 Flow Control Handle/Pipe Coupler 1
46-8500-7 Hydraulic Pressure Safety Decal 1
49-0047 R.H. Main Apron Seal Belting 1
49-0096 L.H. Main Apron Seal Belting 1
55-0049 3/4x65” Hydraulic Hoses 2
55-0053 ¥," Malex3/4” Swivel Female Fitting 1
55-0076 Flow Control 1
55-0082 3/4x90 Degree Street Elbow 3
65-0006-5 14” Nylon Tie Straps 3
952-0001-7 7-1/4” Nylon Tie Straps 3
804-0025-Z Y4" Fender Washers Zinc 16
805-0038-Z 3/8” Flat Washers Zinc 18
805-0050-Z Y," Flat Washers Zinc 4
810-2520-Z Y," Spin Locknut Zinc 16
810-3118-Z 5/16” Spin Locknut Zinc 12
810-3816-Z 3/8” Spin Locknut Zinc 28
811-3816-1.5Z 3/8-16x1-1/2" Eyebolt Zinc 1
815-3816-Z 3/8-16 Nylon Insert Locknut 6
815-5013-Z %-13 Nylon Insert Locknut 4
850-3816-1Z 3/8-16x1" Carriage Bolt Zinc 1
851-2520-.75Z Y2-20x3/4” Machine Bolt Zinc 14
851-2520-3Z Y4-20x3” Machine Bolt Zinc 2
851-3816-1.75Z 3/8-16x1-3/4” Machine Bolt Zinc 26
851-3816-1Z 3/8-16x1" Machine Bolt Zinc 8
851-3816-27 3/8-16x2”" Machine Bolt Zinc 2
851-5013-1.5Z %-13x1-1/2” Machine Bolt Zinc 4
PB-6200-AS 6200 Grain Kit Installation Manual 1
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Step #1-Gate support rod bracket installation
Remove the top 3/8x1” machine bolt on the left bearing plate and bolt up the door stop
pipe storage bracket (25-6061) using the existing hole. Use a new 3/8x1-1/4” machine
bolt and 3/8” nylon insert locknut to fasten in place. On the other hole use a 3/8x1”

carriage bolt and 3/8” spin locknut. See photo below.

Step #2-Gate support rod

Reach under the shield and lift the gate latches up on both sides to release thehgate lat
from the catch cogs on the main roller drive shaft. A rubber tarp strap maydi® use

hold the latch open on each side. After installation make sure to remember to remove
rubber tarp straps. Use an appropriate lifting device and lift open the reairgstd the
door stop pipe assembly (25-6059) into the pipe on the above bracket and insert the pin
into the existing lower hole in the plate on the rear gate to support the gate inrthe ope
position.

DANGER-GATE MUST BE PROPPERLY SUPPORTED TO KEEP IN THE

OPEN POSITION WITHOUT FALLING! SERIOUS INJURY OR DEATH MAY
RESULT IF GATE FALLS UNEXPECTEDLY. See photo below.
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Step #3-Optional false front gate installation (If optional gate wasn't purchsed,
skip to step #5)
From the inside of the box locate the second vertical upright from the front. Drilleout t
lower %" rivet (The rivet that holds the stainless steel chain guide) wits2a @rill bit.
Counting the gaps between the small ribs and using the first drilled out rivet as number
one, drill out #'s 2, 4, 6, 8 & 10. Some holes will be drilling rivets out from the inside of
the box and some holes it will be necessary to go to the outside of the box and using the
prepunched holes in the upright for hole location, drill through the ribbed metal from the
outside. After all holes have been drilled with the 9/32” bit, drill out to 13/32” for 3/8”
bolts. Position the gate receiver bracket up against the ribbed metal and bolt in place
using the 3/8x1” machine bolts, 3/8” flat washers and 3/8” spin locknuts. Bolt from the
inside out using the flat washers on the receiver with the slotted holes. Bgfiteaing
lift receiver bracket up a slight bit to center out between the small ribs irdéhpanels.
Tighten up firmly. Note the hooks on the receiver brackets must be facing ramar
the same to both sides. See photo’s below.

Step #4-Installing gate

Once the left and right receiver brackets are mounted into place the falsgat@oan be
installed. Simply hang the gate onto the hooks on the receiver brackets. Force the gat
downward until the sleeves on the upper top two corners line up with the slots in the
brackets. Install the snap ring (#32-0029) as shown below.

NOTE: GATE AND RECEIVERS MUST BE REMOVED WHEN UNLOADING
FORAGE OTHER THEN GRAINS OUT OF THE REAR OF THE FORAGE

BOX! DO NOT UNLOAD OUT OF THE FRONT WITH GATE IN FORAGE

BOX!
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Step #5 Grain Kit Installation

Install the belting on the underside of the rear floor cross member under theanear
roller drive shaft. Strips are already in place with prepunched holes fenifagthe

belting to. There is a right and left hand belting. Match the notches to the main apron
chain with the narrow notches towards the center of the box and the shiny side of the
belting will be facing to the rear of the box. Lower the notches down so they st cle
the chain and clamp in place. See photo’s below.

Drill 9/32” diameter holes through the belting and bolt in place using 1/4x3/4” machine
bolts, ¥4” fender washers and %" spin locknuts. Insert the bolts so they are goimgg throu
the belting with the fender washer on the belting side. Nuts should be underneath on the
metal strip on the rear floor cross tube. Tighten down securely. Note: lathe sl

interferes with drilling the belting from the underside, mark the holes withabtaii

marker and remove the belting for drilling. Do both sides, 7 bolts per side.
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Step #6 Receiver mount installation
Install the right receiver using the two existing lower slots on the righinigealate.
Bolt in place using the supplied 1/2x1-1/2” machine bolts, two %2” flat washers (on outer
side) and ¥2” nylon insert locknuts. Drill 13/32” diameter holes through the vertical
belting angle and bolt tight using 3/8-16x1” machine bolts and 3/8” nylon insert locknuts.
See photo below

Install the left receiver bracket in the same manner as the right. If ther labth screws
interfere with the receiver, remove the latch screws and drill a dimple intecbiear

plate as a mark. Remove the receiver and drill a 13/32” dimple deep enough to cover the
screw head thickness. Reinstall the receiver and bolt tight using ¥2x1-1/2’ henacitts,

two %2” flat washers (on outer side) and %2” nylon insert locknuts. Drill 13/32” deamet
holes through the vertical belting angle and bolt tight using 3/8-16x1” machine talts a
3/8” nylon insert locknuts. See photo below
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Step #7 Flow control installation
Mount flow control to bracket as shown using two 1/4x3” machine bolts, 2-1/4” fender
washers (position between the flow control and the bracket) and 2-¥4” spin locknuts.
Tighten firmly.

Install the pipe coupler onto the flow control by loosening the set screw and renfaing t
speed positioning rod. Slide the coupler pipe over the shaft protruding from the flow
control and reinstall the rod as shown. Tighten the set screw back to the rod to hold the
sleeve on. Position flow control bracket on the underside of the second rear cross
channel on the left side of the forage box as you are facing the box from the rear.
Measure 12" in from the end of the channel to the bracket and clamp the brackeg.in plac
The flow control handle will insert into the pipe coupler and extend out through the
slotted hole in the left rear shield. Fasten the pipe to the pipe coupler using 5/26x1-1/
machine bolt and 5/16” spin locknut. Drill two 13/32” diameter holes through cross
channel and bolt bracket in place using 3/8x1” machine bolts and 3/8” spin locknuts. See
photo
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Plumb hydraulic hoses as shown below. Use 14" tie straps to hold hoses up after
plumbing.

55-0088
8100 HYD MOTOR
12 cu 1N
55-0048
55-0007-8 O-RING BASE FITTING
%’ CHECK VALVE 2-PLACES
55-0029
3x36"
55-0020 24 BOX #x36 HYDRA}:J\ETSIE CASE DRAIN PORT
55-0022 22 BOX| ON TOP OF MOTOR
55-0024 20' BOX IN BRACKET
HYDRAULIC PIPE

6200-HYD-10 STRINGER ONLY
55-0039

55-0049
% TO % ADAPTER ¥x65" HYDRAULIC e
HOSE:
55-0047
%x42" HYDRAULIC
RETUR r
N 55-0079 HOSE
% BM TEE
PRESSURE ‘ | S5-0076
¥ FLOV
CONTROL
5570027J
X0 ELBDN— 55-0053
L {55-0020 24" BOX Eeis % MALE TO % FEMALE
55-0022 22' BOX STREET L SWIVEL FITTING
55-0024 20 BOX 3 PIECES Feg
LHYDRAULIC PIPE |
55-0049 -
55-0030 Hx65' HYDRAULIE : .
/4* PIPE_COUPLER HOSE HPRESSuRe 1
0037 2-PIECES
# X SCH. 40 X 30° NOTE:  ALL SWIVEL ENDS ON 65°
HYD. PIPE ]
ND CHANNEL FROM LONG 3/4* HOSES CONNECT TO
REAR FLOV CONTROL STREET
o 6060-1 ELBOWS
FLOW CONTROL
BRACKET

Step #8 Gate gusset installation
Position left gate gusset in place as shoWse existing laser cut holes in rear upright
bolt in place using 3/8x1” machine bolts and 3/8” flat washers and 3/8” spin locknuts.
Notch in bottom of gusset should sit on top of bearing plate. Bolt tight.

Drill 13/32” diameter hole on inside bottom corner and bolt tight using 3/8x2” machine
bolt and 3/8” spin locknut. Do not over tighten. See photo below
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Position right gate gusset in place as sholgse existing laser cut holes in rear upright
and bolt in place using 3/8x1” machine bolts and 3/8” flat washers and 3/8” spin
locknuts. Notch in bottom of gusset should sit on top of bearing plate. Bolt tight.
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OPERATORS AND PARTS MANUAL NO.01-06-GK
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Drill 13/32” diameter hole on inside bottom corner and bolt tight using 3/8x2” machine
bolt and 3/8” spin locknut. Do not over tighten. See photo below

Step #9 Installing grain kit
Using a suitable lifting device position grain kit up to rear of forage box alighang
receiver brackets to the mating tubes on the sides of the grain kit.
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OPERATORS AND PARTS MANUAL NO.01-06-GK
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Once grain kit is started into receivers simply slide the grain kit up tighetback of the
box. Tighten the turnbuckles into the slotted clamp brackets on each rear corner on each
side and draw grain kit up tight.

Using a suitable lifting device lift rear gate enough to remove the suppornujeally
installed to hold the gate open. Lower gate slowly to have gate fit betwetvothe

gussets. It may be necessary to force the gate in between the two. gOssetgate is

closed up to the gussets bolt tight using 3/8x1” machine bolts and 3/8” spin locknuts, two
on each side on the upper two sets of holes. On the lower hole on each side use 3/8x1-
3/4” machine bolts and the lower gate clamp tabs and 3/8” nylon insert locknuts. See
photo below
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OPERATORS AND PARTS MANUAL NO.01-06-GK
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Lastly insert the 3/8x1-1/2” eyebolt into the center shield bracket and bolt tigheye
facing downward. Use 3/8” spin locknuts on top and bottom side of bracket. See photo

Hook turnbuckle as shown and draw up tight. Turnbuckle will hold center of door up
tight to grain Kkit.

Step #10 Light cord hook-up

Pull the harness cord from behind the left rear upright. Unwrap the electricahipe
unplug the cord from the light. Plug the supplied y-cord into the lead from the harness
and going to the light. Retape the plugs with electrical tape to seal and hoyd firml
plugged together. Retuck the wires behind the rear upright and fasten with supplied 7-
1/4” tie straps.
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Install hydraulic safety decal on the left rear side of the box as shown below.
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